IBEX Goat Herder  5 Mar 17
The Orbit# 358 Perigee contacts were nominal for command/telemetry and the inertial maneuver successful

The SSR pointers have been reset

Date
Jday
Time 
Station
Razor#
USNPR#
PASS/FAIL

Sunday, March 05, 2017
064
0830
USHI02
625
Controller
CAR1
CAR2
CAR3
Radius 
S-Band Rate
Station PWR

SWesley
900
11 Desc
320ksps
188 watts

EBNO Values
EBNO Values 3
AGC Strength

EBNO Values 2
AGC Strength 2

VC 0
VC 0 Seq Err
VC 1
VC 1 Seq Err
VC 2
VC 2 Seq Err 

1909
0
0
0
25846
0

VC 2 Write Pointer 
22663
VC 2 Write Pointer End
6535

VC 2 Read Pointer 
62356
VC 2 Read Pointer End
6500

Orbit# 358 SSR_Dump/Tracking Contact

 reset_master_timer.scr

SSR_Dump.scr (new,PTR_RESET)

ops_set_sc_time.scr

@ACT_ResetTaskRawFailed (AC_FDC)

CAR# 900 Upload Orbit# 360 ATS 
1.IBEX_2017_073_o0360a_v001.scr (865-957)

IBEX Orbit# 358 PERIGEE Target Vectors 5 Mar 17

J2000
Spin Axis

ECI X
0.969375

ECI Y
-0.225460

ECI Z
-0.097364

Precession Maneuver


MPS Diff
0.646
deg

*MPS Diff should be < 1.5*


Right Ascension - RA
346.907
deg

Declination - DEC
-5.587
deg

IBEX Spin Axis vs. Sun Vector



IBEX Sun Angle
0.817
deg

-0.19217300
ActNor.EstInrToBdy[0]

0.71536800
ActNor.EstInrToBdy[1]

-0.31673600
ActNor.EstInrToBdy[2]

0.59244900
ActNor.EstInrToBdy[3]

1172740000.000
ActNor.EstTime


MPS Generated PERIGEE Target Vectors

MPS Cmd Vector X
0.970309000

MPS Cmd Vector Y
-0.217672000

MPS Cmd Vector Z
-0.105448000

CSS Angle TLM
0.33468
2 Mar 17 @1800

CSS Sun-Pointing Angle
0.66936


CSS Angle TLM
0.376385
5 Mar 17 @0830 UTC

CSS Sun-Pointing Angle
0.75277


Pre-Burn
 


Thruster 1
10400
2 Mar 17 @1800

Thruster 2
10144


Thruster 3
11120


Thruster 4
11376
 

Post-Burn



Thruster 1
10688
5 Mar 17 @0830 UTC

Thruster 2
10432


Thruster 3
11424


Thruster 4
11680
 

Number of Pulses



Thruster 1
288


Thruster 2
288


Thruster 3
304


Thruster 4
304


Thruster Pairs



Thruster 1 & 2
576


Thruster 3 & 4
608
Date
Jday
Time 
Station
Razor#
USNPR#
PASS/FAIL

Sunday, March 05, 2017
064
1400
USAK
625
Pass
Controller
CAR1
CAR2
CAR3
Radius 
S-Band Rate
Station PWR

SWesley
10 Asc
160ksps
354 watts

EBNO Values
EBNO Values 3
AGC Strength

EBNO Values 2
AGC Strength 2

VC 0
VC 0 Seq Err
VC 1
VC 1 Seq Err
VC 2
VC 2 Seq Err 

989
1
1294
0
0
0

VC 2 Write Pointer 
VC 2 Write Pointer End
6657

VC 2 Read Pointer 
VC 2 Read Pointer End
6500

Orbit#358 Tracking Contact 

@FTG_DumpBAckorbit (from start,0,0,0,0)

 @ECT_SetRelay (stx,off)
